z RUSKIN

onary Louver " AUTHORITY IN AIR CONTROL

RoII Formed Steel

APPLICATION

The L6375D is a 6" stationary louver with high free area, low pressure drop, and low
water penetration. This louver has economical galvanized steel construction and drain
gutters in each blade with downspouts in jambs and mullions which drain water from

the louver for minimum water cascade from blade to blade. B* Bird
Screen
STANDARD CONSTRUCTION
Frame 6" (152) deep, 16 gauge (1.6) galvanized steel.
16 (1.6) gauge galvanized steel. Drainable blades are positioned \
Blades at 37 1/2° angle and spaced approximately 4 3/4" (121) center
to center.
" . . . Varies Water
1/2" mesh x 19 gauge (13 x 1.1) galvanized bird screen in A* 55
Screen removable frame. Screen adds approximately 1/2” (13) to louver top
depth. $‘4 F
Finish Mill ’ 6" (152
Minimum Size 12"w x 12"h (305 x 305).

Approximate 2
Shipping Weight 5 Ibs. per sq. ft. (24.4 kg/m?).
120" x 90" (3048 x 2286) or 90" x 120" (2286 x 3048).

Louvers larger than the maximum factory assembly size will
require field assembly of smaller sections.

Consult Ruskin for additional information. VARIATIONS

Maximum Factory
Assembly Size

FEATURES Variations to the basic design of this louver are available
at additional cost. They include:
» 54% Free Area » Extended sill
> Publ?she_d performance ratings based on testing in accordance with AMCA » Hinged frame
Publication 511 .
. . . . . » Front or rear security bars
» Drain gutters in each blade and downspouts in jambs and mullions drain water from .
louver for minimum water cascade from blade to blade > Filter racks
» Low pressure drop and low water penetration > Blank off panels
» Economical galvanized steel construction > Universal sleeve
» Installation angles
FRAME CONSTRUCTION » A variety of bird and insect screens
» Heavier, 16 gauge (1.6) construction
» Formed stainless steel construction with 18 gauge

(1.3) or 16 gauge (1.6) frame and blades

., 17 (25) » Selection of finishes: Prime coat, 50% PDVF (modified
11/2 A fluoropolymer), Epoxy, Pearledize 50 and 70, 70%

-
]
"

* *
ATXB (38) PVDF, Clear and Color Anodized finishes. (Some
variation in anodize color consistency is possible)
™~ ™~ Consult Ruskin for other special requirements.
STANDARD INTEGRAL FLANGE

Note:
- Dimensions in inches, parenthesis () indicate millimeters.
- Units can be furnished actual size or with size deducts.




FREE AREA GUIDE

Free Area Guide shows free area in ft2 and m2 for various sizes of L6375D.
Width - Inches and Meters

12 18 24 30 36 42 48 54 60 66 72 78 84 90 96 102 108 114 120
0.30 0.45 0.60 0.75 0.90 1.05 1.20 1.35 1.50 1.65 1.80 1.95 2.10 2.25 2.40 2.55 2.70 2.85 3.00

12 0.25 041 057 073 0.89 104 120 136 152 168 1.83 199 215 231 247 263 278 294 3.10
030 002 004 0.05 0.07 008 010 011 0.13 0.14 0.16 0.17 0.19 0.20 0.21 0.23 024 026 0.27 0.29

18 051 0.84 116 148 180 212 245 277 3.09 341 374 406 438 470 502 535 567 599 631
045 005 0.08 011 0.14 0.17 020 023 026 029 0.32 035 038 041 044 047 050 053 056 059

24 0.77 126 175 223 272 321 3.69 418 466 515 564 6.12 6.61 7.10 7.58 8.07 855 9.04 9.3
0.60  0.07 0.12 0.16 0.21 0.25 030 034 039 043 048 0.52 0.57 0.61 0.66 071 0.75 0.80 084 0.89

30 1.03 1.67 232 296 3.61 425 490 554 6.19 6.84 748 813 877 942 10.06 10.71 1135 12.00 12.64
0.75 0.10 0.16 0.22 028 034 040 046 0.52 058 064 070 0.76 0.82 088 094 100 1.06 112 118

36 1.29 210 291 3.72 453 534 6.15 6.95 7.76 857 938 10.19 11.00 11.81 12.62 13.43 14.24 15.05 15.86
0.90 0.12 0.20 0.27 0.35 0.42 0.50 0.57 0.65 0.72 0.80 0.87 0.95 1.02 110 117 1.25 1.32 1.40 1.47

42 155 252 350 447 544 642 739 836 934 1031 11.28 12.26 13.23 14.20 15.18 16.15 17.12 18.10 19.07
1.05 0.14 0.23 0.33 0.42 0.51 0.60 0.69 0.78 0.87 0.96 1.05 114 1.23 1.32 141 1.50 1.59 1.68 177

48 1.81 295 409 522 636 7.50 8.64 9.77 10.91 12.05 13.18 14.32 15.16 16.60 17.73 18.87 20.01 21.15 22.28
1.20 0.17 0.27 0.38 0.49 0.59 0.70 0.80 0.91 1.01 112 1.23 1.33 1.44 1.54 1.65 1.76 1.86 1.97 2.07

54 207 336 466 595 7.25 855 9.84 11.14 1244 13.73 15.03 16.32 17.62 18.92 20.21 21.51 22.81 24.10 25.40
135 0.19 0.31 0.43 0.55 0.67 0.79 0.92 1.04 116 1.28 1.40 1.52 1.64 176 1.88 2.00 212 2.24 2.36

60 233 379 525 6.71 817 9.63 11.09 1255 14.01 15.47 16.93 1839 19.85 21.31 22.77 24.23 25.69 27.15 28.61
1.50 0.22 0.35 0.49 0.62 076  0.90 1.03 117 1.30 1.44 157 171 1.85 1.98 212 2.25 2.39 2.53 2.66

66 259 421 584 746 9.09 10.71 12.33 13.96 15.58 17.21 18.93 20.46 22.08 23.70 25.33 26.95 28.58 30.20 31.83
165 024 039 054  0.69 0.84 100 115 1.30 1.45 1.60 175 1.90 2.05 2.20 2.36 2.51 2.66 2.81 2.96

72 285 464 6.43 821 10.00 11.79 13.58 15.37 17.16 18.94 20.73 22.52 24.31 26.10 27.89 29.67 31.46 33.25 35.04
1.80 0.27 0.43  0.60 0.76 0.93 110 1.26 1.43 1.60 176 1.93 2.09 2.26 2.43 2.59 2.76 2.93 3.09 3.26

78 3.10 5.05 7.00 8.95 10.89 12.84 14.79 16.73 18.68 20.63 22.58 24.52 26.47 28.42 30.37 3231 34.26 36.21 38.15
1.95 0.29 0.47 0.65 0.83 1.01 119 138 1.56 174 1.92 2.10 2.28 2.46 2.64 2.82 3.01 319 337 3.55

84 336 548 759 9.70 11.81 13.92 16.03 18.14 20.26 22.37 24.48 26.59 28.70 30.81 32.92 35.03 37.15 39.26 41.37
2.10 0.31 0.51 0.71 0.90 110 1.29 1.49 1.69 1.88 2.08 2.28 2.47 2.67 2.87 3.06 3.26 3.45 3.65 3.85

90 3.63 5.90 8.18 10.45 12.73 15.00 17.28 19.55 21.83 24.10 26.38 28.65 30.93 33.20 35.48 37.76 40.03 42.31 44.58
2.25 0.34 0.55 0.76 0.97 118 1.40 161 1.82 2.03 2.24 2.45 2.66 2.88 3.09 330 351 372 3.93 4.15

96 3.88 6.31 8.75 11.18 13.62 16.05 18.49 20.92 23.35 25.79 28.22 30.66 33.09 35.53 37.96 40.39 42.83 45.96 47.70
2.40 0.36 0.59 0.81 1.04 1.27 1.49 172 1.95 217 2.40 2.62 2.85 3.08 3.30 3.53 376 3.98 421 444

102 414 6.74 9.34 1194 1453 17.13 19.73 22.33 24.93 27.53 30.12 32.72 35.32 37.92 40.52 43.12 45.71 48.31 50.91
2.55 0.39 0.63 0.87 111 135 1.59 1.83 2.08 2.32 2.56 2.80 3.04 3.28 3.53 377 4.01 4.25 4.49 473

108 440 7.16 9.93 12.69 15.45 18.21 20.98 23.74 26.50 29.26 32.03 34.79 37.55 40.31 43.07 45.84 48.60 5136 54.12
2.70 0.41 0.67 0.92 118 1.44 1.69 1.95 221 2.46 272 2.98 3.24 3.49 3.75 4.01 4.26 4.52 478 5.03

114 466 7.59 10.52 13.44 16.37 19.30 22.22 25.15 28.07 31.00 33.93 36.85 39.78 42.71 45.63 48.56 51.48 54.41 57.34
2.85 0.43 0.71 0.98 1.25 152 179 2.07 234 2.61 2.88 3.16 3.43 3.70 3.97 4.24 4.52 479 5.06 5.33

120 492 8.00 11.09 14.17 17.26 20.34 23.43 26.51 29.60 32.68 35.77 38.86 41.94 45.03 48.11 51.20 54.28 57.37 60.45
3.00 0.46 0.74 1.03 1.32 1.61 1.89 2.18 2.47 2.75 3.04 333 3.61 3.90 419 4.47 476 5.05 534 5.62

Height - Inches and Meters




PRESSURE DROP
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Air Velocity in feet (meters) per minute through Free Area

PERFORMANCE DATA

AMCA Standard 500 provides a reasonable basis for testing and rating
louvers. Testing to AMCA 500 is performed under a certain set of
laboratory conditions. This does not guarantee that other conditions will
not occur in the actual environment where louvers must operate.

Designs should provide a reasonable safety factor for louver performance
by selecting at some point below pressure drop or water penetration
system requirements.

Ruskin Company certifies that the Louvers
shown herein are licensed to bear the AMCA
Seal. The ratings shown are based on tests
and procedures performed in accordance
with AMCA Publication 511 and comply with
the requirements of the AMCA Certified
Ratings Program. The AMCA Certified Ratings
Seal applies to air performance and water
penetration ratings only.

Oz. Water/ft*and (m| water/m?) of free area

Water Penetration
Test size 48" wide X 48" high (1219 X 1219)
Beginning point of water penetration at .01 oz. /sq. ft. is
896 fpm (273 m/min).
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Standard air .075 Ib/ft’ (1.2 kg/m?)




SUGGESTED SPECIFICATION

Furnish and install louvers as hereinafter specified where shown on plans or as described in schedules. Louvers shall be stationary drainable type
entirely contained within a 6" (152) frame. Louvers shall include a drain gutter in each blade and downspouts in jambs and mullions. Louver components
(heads, jambs, sills, blades, & mullions) shall be factory assembled by the louver manufacturer. Louver sizes too large for shipping shall be built up by
the contractor from factory assembled louver sections to provide overall sizes required. Louver design shall incorporate structural supports required
to withstand a wind load of 30 Ibs. per sq. ft. (1.44kPa).

Louvers shall be Ruskin Model L6375D construction as follows:

Frame: 16 gauge (1.6) galvanized steel.

Blades: 16 gauge (1.6) galvanized steel positioned at 37 1/2° angle and spaced approximately 4 3/4" (121) center to center.
Screen:  1/2" mesh x 19 gauge (13 x 1.1) galvanized steel in removable frame.

Finish:  Select finish specification from Ruskin Finishes Brochure

Published louver performance data bearing the AMCA Certified Ratings Seal for Air Performance & Water Penetration must be submitted for approval
prior to fabrication and must demonstrate pressure drop and water penetration equal to or less than the Ruskin model specified.

© LINKS TO IMPORTANT DOCUMENTS

Document Title

. L . ® | 3900 Doctor Greaves Road
Paint Finishes and Color Guide ?RUSI(IN Grandview, MO 64030
'~

. ? Website: www.ruskin.com
Limited Warranty Document AUTHORITY IN AIR CONTROL Phone: (816) 761-7476



https://www.ruskin.com/doc/Id/6554
https://www.ruskin.com/doc/id/6710

