Water Penetration
Pressure Drop

: 0.01 0z (3.0 g) at 1250 fpm (6.35 m/s) recommended free area velocity
:0.31 inwg (76.8 Pa.) at 1250 fpm (6.35 m/s) and 10238 scfim (4.83 scm/s)

Free Area 1 8.19 sq ft (0.761 sq m) = 51.2% for 48" x 48" (1.22m x 1.22m) test size
LE-59 WIND DRIVEN RAIN PERFORMANCE
Wind Velocity 29 mph (46.7 kph)
Rainfall 3" per hour (76 mm/h)
Test Size 1Tm X 1m core area
Water Effectiveness Coefficient Core Ventilation Free Area
Penetration Ratio of Discharge Velocity Airflow Velocity
Class A 99.5% Class 2 582 fpm (3 m/s) 6267 cfm (3 cm/s) 1127 fpm (5.7 mfs)
INTAKE PRESSURE DROP FREE AREA IN SQUARE FEET (sq mefers)
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based on tests and procedures
performed in accordance with
AMCA Publication 511 and
comply with the requirements
of the AMCA Certified Ratings
Program. The AMCA Certified
Ratings Seal applies to air
performance and water
penetration ratings.

LE-59

VELOCITY THROUGH FREE AREA fpm (m/s)
Both maximum recommended free area velocity and beginning of
water penetration are 1250 fpm at standard air -.075 |bs per cu ft.
The above water penetration data is based on mill finish, 48" x 48"
test size per AMCA Standard 511.
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