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ECO PERFORMANCE
DIAMETER INPUT 

POWER
% OF 
FULL 

SPEED
SPEED 
(RPM)

POWER 
(W)

AIR FLOW 
(CFM)

STANDBY 
POWER 

(W)
CFEI 100% 

(≥ 1.00)
CFEI 40% 
(≥ 1.31)

24 ft
ECO

380-480V, 
3Φ

100% 62 1,124 203,167

15.3 1.12 1.61
80% 50 579 162,771
60% 38 296 122,762
40% 25 153 82,620
20% 13 98 43,554

24 ft
ECO

200-240V, 
3Φ

100% 62 1,027 196,793

12.2 1.14 1.65
80% 50 510 158,016
60% 38 258 118,188
40% 25 136 76,469
20% 13 89 41,558

24 ft 
ECO

200-240V, 
1Φ

100% 62 1,047 197,067

12.2 1.12 1.77
80% 50 516 158,026
60% 38 260 119,587
40% 25 135 80,329
20% 13 83 34,745

20 ft 
ECO

380-480V, 
3Φ

100% 77 920 154,266

15.1 1.26 1.49
80% 63 496 123,615
60% 47 251 92,093
40% 32 147 61,256
20% 16 98 32,533

20 ft
ECO

200-240V, 
3Φ

100% 77 843 150,402

12.1 1.29 1.61
80% 62 440 121,029
60% 47 254 91,172
40% 31 134 61,020
20% 16 87 30,290

20 ft
 ECO

200-240V, 
1Φ

100% 77 854 148,341

12.2 1.24 1.66
80% 62 438 118,427
60% 47 244 89,041
40% 32 123 58,123
20% 16 82 29,801

Hunter Industrial Fans P. 2 

Fans tested in forward direction of operation.
Fans can also operate in the reverse direction in the wintertime for destratification.

All fans have 10 speeds for forward and reverse operation.

Hunter Industrial certifies that the model ECO shown
herein is licensed to bear the AMCA seal. The ratings
shown are based on tests and procedures performed in
accordance with AMCA Publication 211 and comply with the
requirements of the AMCA Certified Ratings Program.

The AMCA Certified Ratings Program seals applies to airflow rate 
and power rating free delivery only. 

Performance ratings do not include the effects of appurtenances.

No part of this document may be reproduced or
translated into a different language or format without the
prior written consent of Hunter Fan Company. The
information contained in this document is subject to
change without notice.
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ECO PERFORMANCE
DIAMETER INPUT 

POWER
% OF 
FULL 

SPEED
SPEED 
(RPM)

POWER 
(W)

AIR FLOW 
(CFM)

STANDBY 
POWER 

(W)
CFEI 100% 

(≥ 1.00)
CFEI 40% 
(≥ 1.31)

18 ft
ECO

380-480V, 
3Φ

100% 80 849 129,603

15.2 1.26 1.51
80% 63 459 103,519
60% 48 234 76,735
40% 32 134 51,025
20% 17 94 25,999

18 ft
ECO

200-240V, 
3Φ

100% 79 772 125,485

12.2 1.29 1.57
80% 63 415 100,590
60% 48 241 75,857
40% 32 128 50,684
20% 17 85 26,171

18 ft
ECO

200-240V, 
1Φ

100% 79 814 125,819

12.2 1.23 1.50
80% 63 427 101,273
60% 48 243 75,422
40% 32 134 50,624
20% 16 83 25,848

16 ft 
ECO

380-480V, 
3Φ

100% 94 1,002 112,124

15.3 1.11 1.51
80% 76 514 90,730
60% 57 249 67,167
40% 38 136 44,696
20% 19 91 22,576

16 ft
ECO

200-240V, 
3Φ

100% 93 923 111,791

12.2 1.20 1.62
80% 76 527 90,081
60% 57 256 67,755
40% 38 128 44,950
20% 19 93 22,576

16 ft 
ECO

200-240V, 
1Φ

100% 94 1,013 111,095

12.0 1.07 1.59
80% 76 464 88,533
60% 57 265 66,893
40% 38 126 44,034
20% 19 87 21,795
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Fans tested in forward direction of operation.
Fans can also operate in the reverse direction in the wintertime for destratification.

All fans have 10 speeds for forward and reverse operation.

ECO PERFORMANCE

Fans tested in forward direction of operation.
Fans can also operate in the reverse direction in the wintertime for destratification.

All fans have 10 speeds for forward and reverse operation.

DIAMETER INPUT 
POWER

% OF 
FULL 

SPEED
SPEED 
(RPM)

POWER 
(W)

AIR FLOW 
(CFM)

STANDBY 
POWER 

(W)
CFEI 100% 

(≥ 1.00)
CFEI 40% 
(≥ 1.31)

14 ft
ECO

380-480V, 
3Φ

100% 108 713 85,752

15.0 1.29 1.62
80% 87 390 68,394
60% 65 202 51,322
40% 44 115 34,837
20% 22 80 18,219

14 ft
ECO

200-240V, 
3Φ

100% 108 669 85,988

12.2 1.38 1.62
80% 87 369 68,797
60% 65 204 51,323
40% 44 112 34,019
20% 22 79 16,892

14 ft
ECO

200-240V, 
1Φ

100% 108 682 86,673

12.2 1.38 1.67
80% 87 368 69,233
60% 65 208 52,181
40% 44 112 34,974
20% 22 78 17,391

12 ft 
ECO

380-480V, 
3Φ

100% 108 777 68,257

15.2 1.15 1.46
80% 86 444 54,584
60% 65 225 40,171
40% 44 122 27,206
20% 22 81 13,843

12 ft
ECO

200-240V, 
3Φ

100% 104 687 67,911

12.3 1.29 1.40
80% 85 419 54,918
60% 64 247 40,938
40% 43 125 26,950
20% 22 80 13,227

12 ft 
ECO

200-240V, 
1Φ

100% 105 715 68,544

12.2 1.26 1.47
80% 86 421 54,592
60% 64 233 40,694
40% 44 117 26,557
20% 22 79 13,599



ECO PERFORMANCE
DIAMETER INPUT 

POWER
% OF 
FULL 

SPEED
SPEED 
(RPM)

POWER 
(W)

AIR FLOW 
(CFM)

STANDBY 
POWER 

(W)
CFEI 100% 

(≥ 1.00)
CFEI 40% 
(≥ 1.31)

10 ft
ECO

380-480V, 
3Φ

100% 132 706 53,060

15.3 1.30 1.52
80% 111 441 44,095
60% 84 237 33,133
40% 56 127 22,389
20% 28 85 11,784

10 ft
ECO

200-240V, 
3Φ

100% 138 748 55,374

12.3 1.35 1.46
80% 111 396 44,058
60% 84 238 32,692
40% 56 125 21,373
20% 28 81 11,099

10 ft
ECO

200-240V, 
1Φ

100% 139 749 55,119

12.2 1.34 1.51
80% 112 396 43,875
60% 84 230 32,756
40% 56 123 21,652
20% 28 81 11.294

8 ft 
ECO

380-480V, 
3Φ

100% 156 486 34,217

15.2 1.50 1.75
80% 125 304 27,419
60% 94 173 19,889
40% 63 94 14,064
20% 32 69 7,677

8 ft
ECO

200-240V, 
3Φ

100% 135 371 29,212

12.1 1.43 1.50
80% 125 294 26,869
60% 94 191 19,137
40% 63 104 13,339
20% 31 77 6,499

8 ft 
ECO

200-240V, 
1Φ

100% 131 327 28,484

12.1 1.54 1.56
80% 125 296 27,195
60% 94 178 20, 694
40% 63 103 13,758
20% 31 75 7,234

Fans tested in forward direction of operation.
Fans can also operate in the reverse direction in the wintertime for destratification.

All fans have 10 speeds for forward and reverse operation.
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Headquarters:
180 Threet Industrial Road Suite 120

Smyrna, TN 37167
industrialfans.hunterfan.com

Mexico Office:
Av. Eugenio Garza Lagüera 4001

Monterrey, NL 64909
hunterfan.com.mx/pages/industrial
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