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Hunter Industrial Fans P. 2 P. 3 Hunter Industrial Fans 

DIAMETER INPUT 
POWER

% OF 
FULL 

SPEED
SPEED 
(RPM)

POWER 
(W)

AIR FLOW 
(CFM)

STANDBY 
POWER 

(W)
CFEI 100% 

(≥ 1.00)
CFEI 40% 
(≥ 1.31)

24 ft 
TITAN

380-480V, 
3Φ

100% 59 932 202,735

15.2 1.34 1.69
80% 56 938 194,450
60% 43 447 146,394
40% 29 184 97,600
20% 15 106 50,490

24 ft 
TITAN

200-240V, 
3Φ

100% 64 1,219 213,878

12.3 1.16 1.77
80% 56 795 186,051
60% 43 335 137,212
40% 29 155 89,597
20% 15 80 44,588

24 ft 
TITAN

200-240V, 
1Φ

100% 63 1,079 208,398

12.3 1.23 1.81
80% 56 818 185,717
60% 43 344 139,009
40% 29 154 90,650
20% 15 78 44,954

20 ft 
TITAN

380-480V, 
3Φ

100% 68 842 155,756

15.2 1.41 1.52
80% 59 611 136,799
60% 45 322 102,872
40% 30 169 69,314
20% 16 102 35,864

20 ft
TITAN

200-240V, 
3Φ

100% 73 1,020 163,909

12.3 1.31 1.70
80% 59 540 131,917
60% 45 276 96,848
40% 30 142 66,115
20% 16 78 31,309

20 ft 
TITAN

200-240V, 
1Φ

100% 72 945 159,393

12.2 1.32 1.79
80% 59 550 132,618
60% 45 281 98,224
40% 30 130 64,627
20% 16 74 32,111

TITAN PERFORMANCE

Hunter Industrial certifies that the model Titan shown
herein is licensed to bear the AMCA seal. The ratings
shown are based on tests and procedures performed in
accordance with AMCA Publication 211 and comply with the
requirements of the AMCA Certified Ratings Program.

The AMCA Certified Ratings Program seal applies to airflow rate and
power rating free delivery only. 

Performance ratings do not include the effects of appurtenances.

No part of this document may be reproduced or
translated into a different language or format without the
prior written consent of Hunter Fan Company. The
information contained in this document is subject to
change without notice.

Fans tested in forward direction of operation.
Fans can also operate in the reverse direction in the wintertime for destratification.

All fans have 10 speeds for forward and reverse operation.



P. 4 P. 5 

TITAN PERFORMANCE
DIAMETER INPUT 

POWER
% OF 
FULL 

SPEED
SPEED 
(RPM)

POWER 
(W)

AIR FLOW 
(CFM)

STANDBY 
POWER 

(W)
CFEI 100% 

(≥ 1.00)
CFEI 40% 
(≥ 1.31)

18 ft
TITAN

380-480V, 
3Φ

100% 81 1,013 143,471

15.3 1.34 1.51
80% 75 841 134,710
60% 57 397 101,106
40% 38 198 67,364
20% 19 114 34,333

18 ft
TITAN

200-240V, 
3Φ

100% 85 1,055 144,426

11.3 1.31 1.85
80% 76 754 129,325
60% 57 337 96,627
40% 38 147 63,449
20% 19 70 30,828

18 ft 
TITAN

200-240V, 
1Φ

100% 93 1,472 160,488

12.1 1.21 1.88
80% 76 770 129,993
60% 57 338 96,939
40% 38 147 64,172
20% 19 71 31,386

16 ft 
TITAN

380-480V, 
3Φ

100% 92 982 122,192

15.2 1.38 1.45
80% 83 825 110,918
60% 62 400 83,425
40% 42 194 55,808
20% 21 112 27,931

16 ft
TITAN

200-240V, 
3Φ

100% 95 1,013 123,114

12.3 1.37 1.87
80% 83 701 106,010
60% 62 316 78,452
40% 42 136 52,237
20% 21 69 24,160

16 ft 
TITAN

200-240V, 
1Φ

100% 92 941 119,509

12.2 1.37 1.79
80% 83 714 106,259
60% 62 317 78,793
40% 42 138 51,180
20% 21 68 22,288

Hunter Industrial Fans P. 4 P. 5 Hunter Industrial Fans 

Fans tested in forward direction of operation.
Fans can also operate in the reverse direction in the wintertime for destratification.

All fans have 10 speeds for forward and reverse operation.

DIAMETER INPUT 
POWER

% OF 
FULL 

SPEED
SPEED 
(RPM)

POWER 
(W)

AIR FLOW 
(CFM)

STANDBY 
POWER 

(W)
CFEI 100% 

(≥ 1.00)
CFEI 40% 
(≥ 1.31)

14 ft 
TITAN

380-480V, 
3Φ

100% 103 715 90,486

15.2 1.45 1.53

80% 83 405 72,569

60% 62 222 53,582

40% 42 127 36,110

20% 21 92 18,530

14 ft 
TITAN

200-240V, 
3Φ

100% 103 649 88,053

12.2 1.50 1.85

80% 82 374 70,188

60% 62 196 52,694

40% 42 101 34,987

20% 21 65 18,005

14 ft 
TITAN

200-240V, 
1Φ

100% 103 662 88,971

12.2 1.51 1.89

80% 83 378 70,763

60% 62 196 52,837

40% 42 101 35,540

20% 21 64 18,308

TITAN PERFORMANCE

Fans tested in forward direction of operation.
Fans can also operate in the reverse direction in the wintertime for destratification.

All fans have 10 speeds for forward and reverse operation.
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