SFG40 z RUSKIN

Stationary Fiberglass Louver AUTHORITY IN AIR CONTROL

Industrial Swartwout Fiberglass Series

APPLICATION

the SFG40 is a fiberglass stationary louver desinged for intake and exhaust application
for corrosive enviorments.

STANDARD CONSTRUCTION
4" x 1.06" x .125" (107 x 27 x 3.2) thick Series 625 Vinyl Ester

/4

AL Resin fiberglass channel. N
.125" (3.2) thick fiberglass at 45° blade angle approximately 5" ~
Blades
(127) center to center.
Screen PVC coated bird screen .50" (13) mesh 19 gauge (1.1) is A
standard.
Maximum 200°F.
Temperature
Minimum Size 12"w x 12" h (305 x 305).

Single Section - 72" wide x 72" high (1829 x 1829).

Maximum Size . . -
Multiple Section Assembly — Unlimited.

FEATURES

» 38% Free Area

» Published performance rating based on testing in accordance with AMCA
Publication 511

» Beginning point of water at 0.01 oz/sq.ft. is 780fpm (216 m/min).

» Fiberglass construction requires low maintenance and high resistance to corrosion

VARIATIONS

Variations to the basic design of this louver are available at additional cost. They
include:

Front Flange

Rear Flange

Front flange with sill
Extended sill
Variety of screens
Variety of colors
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Exterior coatings
Consult Ruskin for other special requirements.

NOTES:
- Dimensions in inches, parenthesis () indicate millimeter
- Units can be furnished actual size or with size deducts




FREE AREA GUIDE

Free Area Guide shows free area in ft2 and m? for various sizes of SFG40.
Width - Inches and Meters
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PERFORMANCE DATA

AMCA Standard 500 provides a reasonable basis for testing and rating Water penetration

louvers. Testing to AMCA 500 is performed under a certain set of Test size 48" wide X 48" high (1219 X 1219)
laboratory conditions. This does not guarantee that other conditions Beginning point of water penetration at .01 oz./sq. ft. is
will not occur in the actual environment where louvers must operate. 780 fpm (231 m/min).

Designs should provide a reasonable safety factor for louver performance .30 (3.23)

by selecting at some point below pressure drop or water penetration
system requirements.
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SUGGESTED SPECIFICATION

Furnish and install, at locations shown in plans, or in accordance with schedules, fiberglass stationary bladed louvers. Louvers shall be of pultruded
construction and comply with ASTM D 4385-8A and be tested and show record for ASTM D 2584-68. Material used in construction shall be a flame
retardant vinyl ester based substance.

All material in airstream must meet or exceed required contamination concentration. All exposed glass shall be coated with resin compatible with that
used in the pultrusion process.

Stationary fiberglass louvers shall be Ruskin Swartwout Series Model SFG40 construction as follows:
Frame: 4" x 1.06" (102 x 27) fiberglass channel, .125" (3.2) thick.

Blades: .125" (3.2) thick fiberglass on 45° angle approximately 5” (114) center to center.

Screen: .50" mesh x 19 gauge (13 x 1.1) PVC coated bird-screen.

Published louver performance data must be submitted for approval prior to fabrication and must demonstrate pressure drop and water penetration
equal to or less than the specified model. Louver must carry the AMCA Certified Ratings Seal for Air Performance and Water Penetration.

© LINKS TO IMPORTANT DOCUMENTS

. ® | 3900 Doctor Greaves Road
Document Title (6 RUSI(IN Grandview, MO 64030
. Website: www.ruskin.com
Limited Warranty Document AUTHORITY IN AIR CONTROL Phone: (816) 761-7476



https://www.ruskin.com/doc/id/6710


