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Big Ass Fans certifies that the model Bandit shown herein is licensed to bear the AMCA Seal. The ratings shown
are based on tests and procedures performed in accordance with Section 8.21 of AMCA 211-26 and comply
with the requirements of the AMCA Certified Ratings Program. The AMCA Certified Ratings Seal applies to air
performance ratings only. The AMCA Certified Ratings Seal applies at free delivery only. Performance ratings do
not include the effects of appurtenances (accessories).

Fans tested in forward direction of operation.

No part of this document may be reproduced or translated into a different language without the prior written consent of Big Ass Fans.
The information contained in this document is subject to change without notice.

www.bigassfans.com/patents | www.bigassfans.com/product-warranties



BANDIT

Diameter: 42 in. (106.7 cm), F-BD1-4201

120V, 1P, 60 Hz

Speed (RPM) Power (W) Airflow (CFM) Standby Power (W) Circulating Fan Efficiency (CFM/W)
100% 786.4 525 11,044 21.50
80% 634.5 285 9,047 2 3170
60% 4715 134 6,732 4720

Speed (RPM) shown is nominal. Performance is based on actual speed of test.

Diameter: 42 in. (106.7 cm), F-BD1-4202

240V, 19,60 Hz

Speed (RPM) Power (W) Airflow (CFM) Standby Power (W) Circulating Fan Efficiency (CFM/W)
100% 786.4 491 10,916 22.23
80% 632.9 286 8,846 2 3224
60% 4707 127 6,717 5276

Speed (RPM) shown is nominal. Performance is based on actual speed of test.
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