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Zhongshan  SAIVER  WELAIRE
Air-Cond.  Equip. Co., Ltd,
certifies that the medel: MX shown
herein is licensed to bear the
AMCA Seal.

The ratings shown are bosed on
tests and procedures performed in
accordance with AMCA
Publication 211 and AMCA
Publication 311 and comply with
the requirements of the AMCA
Certified Ratings Program.
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Introduction

MIXX SERIES is specially designed to provide

higher air flow performance with minimum noise
generation coupled with high static pressure
compare to conventional duct fans.

It is light weight and has excellent performance to
sound level ratio. The uniquely designed 3 speed
external rotor motor provides additional choices
for different applications.

. Casing Motor :
i All models are manufactured from :Uniquely  designed 3 speed
t durable composite material. : extemal rotor motor. '

Specifically designed aerodynamic : Moisture  resistant,  suitable  for
L inket 1§:ilde hvc}:nes eﬁnsum i humid and damp environment.
| g On  SNCeY pornanently  lubricated  bal
: : y M :
: performance of low sound level. ‘bearing ensuring relicble and

: maintenance free operation. :

Closs F insulation.
- Speed controllable.

:  Suitable for operation in ambient
. Impeller “temperatures ranging from -14°C
o +40°C.

. Mixed flow impeller :
: - Buitt-in thermal protection device‘
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Accessories (Optional)

Intake

Duct Cap
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GAC GACG
Series

Silencer

Dc

MCS Series

Linear Speed Controller

Model CO01 2
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Performance Curves
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* Performance certified is for installation type D-Ducted inlet, Ducted outlet.
Specification
Model MX 100 MX 125 MX 160
230/1/50 230/ 1 /50 230/ 1/50
_ 2600 2650 2626
Model MX 200 MX 250 MX 315
230/1/50 230/1 /50 230/1/50
1030 1116 1580
N 2467 2463 2352

* Values shown are for inlet LwiA sound power levels for installation type D: ducted inlet, ducted outlet. Rating include the effecis of duct end correction.
* The A-weighted sound ratings shown have been calculated per AMCA International Standard 301.

* Sound pressure dB(A) levels are not licensed by AMCA International



Dimension (mm) Accessories (Optional)

GAC Series GA4C GA6C
B D s 202
L I F o D 18

5 D B '« 150

_ » = I > KT 18

e é all [ Ble e GACG Series GA4CG  GA6CG

| 2 I s 202

' \ ; oF D s 25.5

B SR | | 1 5/AS— = o8 B o 150
=t Bl B « 66

A B c D E GAT Series GA6T GAST
2095 980 980 2804 3320 D 290 324
2095 1240 1240 2804 3220 D 264 296
2420 1580 1580 3100 3520 B s 278
2538 1980 1980 3400 3820 ﬁ’ D - 88
2370 2480 2480 3500 3870 B e 18
254.0 3130 3130 4150 457.0 D 145 190

Specifications subject to changes without prior nofice.

ZHONGSHANS SAIVER WELAIRE AIR-COND. EQUIP. CO. LTD.
Guang Feng Industrial Estate, XiQu,
Zhongshan City, Guangdong, P.R. China.

Tel: (86) 760 2333 1878

Fax: (86) 760 2333 1178

E-mail: sales@saiver-welaire.com.cn
Website:  www.saiver-welaire.com

WELCOME AIR-TECH (MALAYSIA) SDN BHD
46 Jalan Anggerik Mokara 31/47
Kota Kemuning, Seksyen 31,

40460 Shah Alam, Selangor D.E. Malaysia

Tel: (603) 5121 8090
Fax: (603) 5122 8090
E-mail: sales@saiver-welaire.com.my

www.saiver-welaire.com.my
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