WELAIRE

TURBO-ARE

Series

with AMCA Pt.blwmn 2II
and AMCA P\.bhmlm an
and  comply the
requirements of Ihe AMCA
Certified Ratings Program.
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Introduction
TURBO-AIRE SERIES is designed to cater for

the high air flow and high static pressure
requirements.

It is light weight and has excellent performance to
sound level ratio. The uniquely designed 3 speed
external rotor motor provides additional choices
for different applications.

: Casing Motor

Accessories (Optional)

Manufacrured from rust | Uniquely designed 3 speed external:
resistance pre-galvanised : rofor mofor.
- steel. - Moisture resistant, suitable for humid

- Aerodynamically designed ond damp environments

“inlet guide vane ensures : Permanently lubricated ball bearing’

‘.

high efficiency ~ensuring reliable and maintenance
- performance at low sound ' free opertion. :
level. - Class F insulation

- Impeller - Speed controllable

' Backward curve centrifugal. ¢ Suitable for operafion in ambient

GAC Series

- tfemperatures ranging from -14°C to'

L 40°C.

 Built-in thermal protection device.

(with Grille)
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Outlet Duct Cap  Qutlet Duct Cap
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GACG Series
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Intake Louver Kit
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GAT Series




WELAIRE

Performance Curves
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Specification
Model GCIL100  GCIL125 GCIL160  GCIL200  GCIL250  GCIL315
[ Volt / Phase / Hz D 240/1/50 240/1/50 240/1/50 240/1/50  240/1/50  240/1/50
Airflow (CMH) 214 312 577 975 1137 1573
0.28 0.30 0.54 0.74 0.85 1.14
2729 2684 2573 2376 2376 2317
Sound Power dB(A) 78.0 775 80.5 795 78.5 80.0
Sound Pressure dB(A) at 3m 57.0 56.5 59.5 58.5 57.5 59.0

* Speed (RPM) shown is nominal. Performance is bosed on octual speed of test.

* LpA-dBA levels are not licensed by AMCA Internat

ional.

* Performance certified is for installation type D-Ducted inlet, Ducted outlet. Performance ratings do not include the effects of appurtenances

(accessories).

* The A-weighted sound ratings shown have been calculated per AMCA International Standard 301. Values shown are for inlet LwiA sound power

levels for installation type D ducted inlet, ducted outlet. Ratings include the effects of duct end correction.

Accessories(Optional)

Dimension (mm)
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MODEL A B C D ___E_ Weightlkg)
EERITY 2035 2790 1000 2365 1000 338
EEMED) 1930 2790 1250 2365 1250 338
EEMREY 1950 3230 1600 2780 1600 45
IR 2345 3780 2000 3330 2000 646
EIEE) 2110 3775 250 3330 2500 68
EEIEIE) 2650 4460 3850 4015 3150 84

Specifications subject fo changes without prior notice.

GAC Series

GACG Series

oA

GAT Series

GA4C GA6C
A JEERES 202
[ YRE 18
B 150
> 18
| GA4CG  GA6CG
®» 5 202
B 255 258
B 00 150
D 66 66
GA6T GAST
» U 324
D 2« 296
B 2s 278
B 88
B 18
- JRRPT 190



ZHONGSHANS SAIVER WELAIRE AIR-COND. EQUIP. CO. LTD.

Guang Feng Industrial Estate, XiQu,
Zhongshan City, Guangdong, P.R. China.

Tel: (86) 760 2333 1878

Fax: (86) 760 2333 1178

E-mail: sales@saiver-welaire.com.cn
Website:  www.saiver-welaire.com

WELCOME AIR-TECH (MALAYSIA) SDN BHD
46 Jalan Anggerik Mokara 31/47

Kota Kemuning, Seksyen 31,

40460 Shah Alam, Selangor D.E. Malaysia

Tel: (603) 5121 8090
Fax: (603) 5122 8090
E-mail: sales@saiver-welaire.com.my

www.saiver-welaire.com.my

Turbo-Aire Series

D Backward curve centrifugal impeller.

[“) Uniquely designed 3 speed external rotor motor.
[} Speed controllable

[} Compact in size

=) Lighter in weight

) Higher in efficiency

D Lower in sound
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